
UTAH DIVISION OF OIL AND GAS CONSERVATION

REMARKS: WELL LOG-ELECTRIC LOGS-FILE WATER SANDS-LOCATION INSPECTED SUB. REPORT/abd.

I

DATE FILED 10-20-76
LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASE NO. U-16870 INDIAN

DRILLING APPROVED: 10-19-76
SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCING ZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED: I ZO - 9
FIELD:

UNIT:

COUNTY: Emery
WELLNO. FerrOn Greek Ñ1 APINO: 43-015-30045
LOCATION 668' FT.FROM (N)S LINE 595' FT. FROM (E)g) LINE. NE NE ¼-¼ SEC.

TWP. RGE. SEC. OPERATOR TWP. RGE. SEC. OPERATOR

7E 18 AOSSIL PETROLEU¾
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OFo 9-8810 SUBMIT IN TRIPLI Form approved.
(M 1963) (Other instructions o Budget Bureau No. 42-R1425.

UNITED STATES r•ver=••iae>

DEPARTMENTOF THE INTERIOR J. LEASE DESIGNATION OD SERIAI. NO.

GEOLOGICAL SURVEY U-16870
APPLICATIONFOR PI!RMITTO DRILL,DEEPE R PLUGBACK 6.IFINDIAN,ALLOTTÈ¾ÖfŒBIBENAME

1a. TYPs or woaK

DRILLG DEEPEN ACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL
ELLL

ELL BR
UN Em 8. M OR Nw

2. NAME OF OPERATOR
' EI 1916 Federal

Fossil Petroleum Corp. DIVISIONOF O L. Û. WRIJ, NO,

3. ADDRESS OF OPERATOR T 0 Ferron Cr eek #L
Suite 2160M, 8350 N.Central .,Dallas as 10. FIELD AND POOL, OR WILDCAT

4. raOCATION OF WELL (Report location clearly and in accordance with •

At surface Wildcat
NE.NE.Sec.18,T.20 S.,R.7 E., 'a'à''à"Jaar..

At proposed prod. zone 668 ' from N-line & 595 ' from E-line NE.NE .Sec.18-20S-7E
S.L.M.

14. DISTANCE IN MILES AND DIRE€TION FROM NEAREST TOWN OR POST OFFICB* 12. COUNTY OR PARISH 13. STATE

2 miles west of Ferron, Utah Emery Utah
1ð. BT E 78Ò¾ PROnSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBE8 ASSIGNED

PROPERTY 08 LEASE LINE, FT. 595' 650 *°*"'" ""
(Also to nearest drig. unit line, if any) 16Û

18. DIGTANCE FROM PROPOSED LOCATION* 19. 1PROPOS$D DEPTE 20. RotAar ou caaLa Toor.a
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPMED 708, ON THE I.BASE, A 00 ' Rotary

2Ì. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WII.L START*

6137' grd; 6150 'Kr.B. Nov.1,1976
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

13 5/8" 10 3/4" 40.50# 250' 100 sks
8 3/4"
It is p .anned to drill a well at the above 1ccation to test the oil and/or
gas pot<mtial of the and forraations . The well will be drill-

ed with rotary tools, using mud for circulation. Approx. 250 ft. of
10 3/4", 40.50#, H-40 casing will be set and cemented (with returiss to the
surface) for surface casing. A casing head and blowout preventor will be
installed on the top of the casing. Fill and kill lines will be connected
below the blind and pipe rams of the blowout preventor. An 8 3/4" hole
will be drilled below the surface casing. An AFE for the planned well is
attached hereto. In the event of production, 54", 15.50 & 17.00#, H-40

casing will be run and cemented thru the potential pay zones. See attach-

ed 12-pt. plan.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
sone. If proposal is to drill or deegen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

Cons. Geol. ,,,,
Oct.6,1976

(This space for Fede or State eu

APPROVED BY TITT.E DATE

CONDITIONS OF APPROVAL, IF ANT:

*SeeinstructionsOn Revene



(ik til
RES. PHONE 801-295-1870 BUS. PHONE 801-359-3575

W. DON QUIGLEY
OIL AND MINERALS CONSULTANT

803 PHILLIPS PETROLEUM BLDG. - SALT LAKE CITY, UTAH 84101

August 31, 1976

PROGNOSISFOR FERRON WELL
NE.NE.Sec.18-20S-7E

EMERY COUNTY,UTAR

Location: NE.NE., Sec.18,T.20 S.,R.7 E.,S.L.M., Emery County

Elevation: Approx.6130' grd.

Surface Casing: 250 ft. of 10 3/4", 40.50#,H-40, S.T.C.; set
and cemented with returns to the surface.

Expected formation tops:
Formation Depth to top Thickness Datum

Mancos Surface 1690' 6140'K.B.
Ferron* 1690' 310' 4450'
Tumunk 2000' 470' 4140'

Dakota 2470' 60' 3670'
Cedar Mt. 2530' 135' 3610'
Morrisom 2665' 650' 3475'
Summerville 3315' 320' 2825'
Curtis 3635' 120' 2505'
Entrada 3755' 800' 2385'
Carmei 4555' 675' 1585'
Navajo 5230' 500' 910'
Kayenta 5730' 1õ0' 410e
Wingate 5890' 300' 250'
Chinle 6190' 160' -50'

Shinarump* 6350' 90' -210'

Moenkopi* 6440' 900' -300'

Kaibab* 7340' 150' -1200'

Coconino* 7490' ---- -1350'

Total Depth: 7800'
* Formations and members which may have hydrocarbons.

1. It is planned to drill an 8 3/4" hoie below the surface cas-
ing to provide for the possibility of running an intermed-
iate string of 7" casing. It is not felt that this will be
necessary; but in the event of hole trouble or if a decis-
ion is made to drill into the Kaibab and Coconino



O e
with air, it will be possible to do so.

2. Normal drilling mud will be used for circulation with at-
tention being paid to water loss, viscosity, weight, and
pH. The water loss should be kept below 6ec. per 15 min.
with 100# p.s.i. Viscosity should be kept above 50 ( 1 qt.
thru viscosity funnel in 50 sees.); and pH should not run
above 9. Mud weight should be kept below 10#/ gal.

3. All hydrocarbon shows are to be drill-sten-tested with init-
ial. and final flow and shut-in periods. Final flow periods
should not be less than one hour and final shut-in periods
should not be less than 14 hours. It is estimated that four
DSTis may be required.

4. Run IES log prior to setting intermediate casing, if it be-
comes necessary for one reason or another.

5. It is not anticipated that any corink will be necessary.
Electric log data should be sufficient, together with the
sample and DST data, for proper evaluat·ion of the pay sec-
ticas.

6. Samples of the cuttings should be taken at 10-ft. intervals,
starting at 1000 ft. and continuing until total depth is
reached. These samples will be carefully analyzed and logged
by an experienced geologist. It is not felt that a mud-16g-
ging unic will be necessary with a competent geologist.

7. Electric logs will include an induction-electrical log from
bottom to top of the hole; and a gamma-density and compensated
neutron porosity log over the potential pay sections.

8 Anticipated costs of the well are as follows:
Surveying and permit costs $250.00
Road and location 2750.00
Surface casing and cementing 4000.00
Casing head and valves 850.00
Drilling contract (45 days at $3200) 145000.00
Water hauling 10000.00
Mud and chemicals 18000.00
DST"s (four) 6500.00
Electrie logs 4800.00
Geologist 5000.00
Casing (54",15.50# and 17.00#) and slips 35000.00
Casing crew

.
2000.00

Bementing casing



Miscellaneous 13,000.00
Total Costs $250,000.00

Approximately 10% should be added for contingencies which would
make at:total of $275,000which should be planned for the well.

W. Don ig
Consul geologist
AAPG. Cert.



SUÈFACE USE 6: OPERATIONS N
FOR

FOSSIL PETROLEUM CORPORATION
FERRON CREEK 31 WELL
NE.NE.SEC.18-20S-7E

KMERY,COUNTY,UTAH

1. A survey plat showing the location of the proposed well site
is attached (See Plat No.1). Map No.1 shows the route to thewell site from the town of Ferron, Utah. The location is only2 miles west of the town. This map shows all main and second-
ary roads in the surrounding area. The well tite is in an
area which is rolling hills with small washes in between.
These will be levelled off and filled in to make the location.
The surface rocks are Mancos shale and there is practicallyno vegetation on the surface.

2. Planned.Access Roads: A detailed plat showing the route
and details of the access road is attached (See Plat No.2).
The new road required to reach the location is only 4 mile
long and begins at a point on a small secondary road alonga dry irrigation ditch, which is about § mile from the main
hard surfaced road leading west from the town of Ferron. Noneof the secondary road or the new proposed road will be across
cultivated lands. Half of the new road is on fee lands. A 20%
grade and 10' cut will be required in the new road as shown

3. Location of Existing Wells: See attached map.

4. Location of Production Equipment:A plan for the anticipated
production equipment, if the well is successful, is submittedon Plat No.3. When production ceases this equipment will be
removed and the land surface graded, levelled, and cleaned.

5. Water Supply: Water for drilling operations will be availablefrom the nearby Ferron Creek.(See attached map). This creek
is less than one mile from the location. The water will be =

hauled to the location by truck. .

6. Road material: No additional road material should be required.
The natural material on site and in place should be sufficient.
In the event of severe wet weather, it may become necessary to
place some gravel on the secondary and access road.

7. Waste Material: ki unlined reserve pit and burn pit will be .

constructed at the well site as shown on Plat No.4. All excess
water, mud, and drill cuttings will be deposited into the re-
serve pit. Burnable material and garbage will be put into the
burn pit, which will be fenced to prevent trash from being
blown around the location. Both the pits will be



and covered as soon as feasible after cessation of drilling
operations. Since there is no topsoil on the well site, these
pits can be folded-in without sorting.

8. Camp Facilities and Airstrips: None will be needed.

9. Well Site Layout: A plan for the drilling equipment layout
required for the drilling operations is submitted on Plat No.
4. The approx. dimensions of the drill site are shown. The
drill site is quite irregular and rolling and will have to be
levelled and filled in. The north and east sides of the 10-
cation will have about 10' cuts; but this is Mancos shale and
should pose no great problem. The pits will be unlined natural
pits with about 4-ft. banks.

10.Restoration: After the drilling operations are concluded and
the equipment removed, luni if the well is not successful, the
well site will be cleaned, levelled and restored to normal. The
access road will be levelled, graded and barred on the slopes.
Reseeding would be useless because of the lack of vegetation.
If the well is successful, the site will be prepared for the
placement of the production equipment. The road to the site
from the main road will have to be gravelled and ditched to
make it serviceable all year. In the event the reserve pit is
full of mud and water, it will be fenced and allowed to evap-
orate before covering.

11.Land Description: See items 1 and 9 above.

12.Representative: The operator's representative at the well
site will probably be W. Don Quigley, Consultant of Salt
Lake City. The drilling contractor has not been chosen yet.
but will probably be Willard Pease Drilling Co. of Grand ;
Junction, Colorado.

13.Certification: I hereby certify that I or persons under my
direct supervision, have inspected the drill site and access
route; that I am familiar with the conditions which presently
exist; that statements made in this plan are, to the best of
my knowledge, true amd correct; and that the work associated
with the operations proposed will be performed by competent
contractors engaged by Fossil Petroleum:Corp. in conformity
with this plan and terms and conditions under which it is

aptre
t.5, 1976



LOCATION PLAT FOR
SSIL PETROLEUM CORPORATI
FERRON CREEK #1 WELL

NE.NE.SE.C.18-20S-7E
EMERY COUNTY,UTAH

k cor.
Elev.:6137'grd.

18 17

N '

NEk SECTION 18

k Cor.

SEk SECTION 18

kcor .
.18 X ÃU L - -4

19 20
I, W. Don Quigley, do hereby Scale:1 in.=500 ft.
certify that this plat was Date: Oct.1,1976

plotted from notes of a field Surveyed by: W. Don QLigley

survey made b S

PLAT
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D IL PLOT OF
A SS ROAD FOR

FOSSIL PETROLEUM CORP.
FERRON CREEK #1 WELL

Irrigation Main road west from
ditch Ferron

7 8

18 17 y '/

BLM Land FEE Land d '
//

Present r

Locatian

, , New roada
A\ '9L 20% grade

16'wide \\ Un

100 ft ralius A
10 ft. cut \

NE¾ Section 18

Scale:
Date: Oct.1,197,6

. Don QJ gl

PLAT
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House trailers
Butane tank

O . Tool & Acc.house
Dog house Water tank

M.G.set Fuel tanks

Pipe rach

H e Mud pumps
Cat walk Rig
Pipe rack Mud house

Mud ==# tanks

Logging Pit
trail

Toil t
Reserve Pit

.O



WELL CONTROL EQUIPMENT
FOR

FOSSIL PETROLEUM CORP.
FERRON CREEK #1 WELL

NE.NE.SEC.18-20S-7E
EMERY COUNTY,UTAE

1. Surface Casing:
A. Hole size for surface casing is 13 5/8".
B. Settiggdepth for surface casing is approx.250 ft.
C. Casing specs. are: 10 3/4" 0.D.,H-40, 40.50#, STC
D..Anticipated pressure at setting depth is approx.60#.
E. Casing will be run using three centralizers and a guide

shoe, and will be cemented with 100 sks of cement with
returns to the surface.

F. Top of casing will be about 18" below ground level.
2. Casing Head:

Flangè size:10; API pressure rating: 3000#W.P.; Series
900; Cameron, OCT, or equivalent¡ new or used; eqúipped
with two 2"ports with high pressure nipples and 3000# W.P.
ball valves.

3. Intermediate Casing: Probably none.
4. Blowout Preventer:

A. Double rams, hydraulic, one set of blind rams and one set
of pipe rams for 44" drill pipe; 10" flange, 3000#W.P.;
Series 900; equipped with mechanical wheels and.rod for
back-up; set on top of casing head flange and securely
bolted down. Initially rams will be pressure tested for
not less than 2000# for leaks and will be checked and
closed once a day while drilling operations are underway.

B. Fill and kill lines (2" tubing or heavy duty line pipe)
with manifold are to be connected to the 2" valves on
the casing head.

5. Auxilliary Equipment:
A float valve is to be used in the bottom drill collar
at all times. The standpipe valve will be kept in good
working condition , and a safety valve that can be stab-
bed into the top of the drill pipe or drill collars will
be kept on the derrick floor in a handy position at all
times.

6. Anticipated Pressures:
The shut-in pressures of the taxtka potential pay zones
found in the Ferron, Navajo, Shinarump, Moenkopi, Kai-
bab, and Coconino formations at the corresponding depths
are as follows:

Ferron ------- 1690'-------500#
Navajo-------- 5230'------1850#
Shinarump----- 6350'------2100#
Moenkopi ----, 6440' -----2200#

Kaibab ------- 7340'------2450# *
Coconino ----- 7490' -----2500# *

* These pressures are based on DST's taken on other wells
in the



7. Drilling Fluids:
Normal fresh water mud with gel and chemicals will be used
for circulation. The mud weight will be kept at about 9-10
lbs./gal.; and the viscosity will be kept around 50 , and
the water loss kept below 6 cc.,if possible. This weight and
associated hydro.static pressure should keep the well under
control. No ahnormal pressures are known in the area, nor
has there been ager indication of sour gas in the nearby wells.

8. Production Casing:
A. Hole size for the production casing will be 8 3/4"
B. Approx. setting depth will be about 7800'
C. Casing specs.are: 2000' of 5§" 0.D., 17.00#, N-80 casing,

and 5800' of 54" 0.D., 15.50#, J-55 casing with guide shoe
and float collar and about ten centralizers at the proper
places, cemented with 200 sks of regular,type G cement with
10% salt.

D. The anticipated pressure at setting depth should not be
greater than 2600#.

W. Don igg



DIVISION OF OIL, GAS, AND MINING

*FILE NOTATIONS*

Date:

Operator:

Well No:

Location: Sec. T R County:

File Prepared Entered on N.I.D.

Card Indexed Completion Sheet

Checked By:

Adminisetratk e si

Petroleum Engineer/Mined Land Coordinator:

Remarks:

Director:
'

Remarks:

Include Within Approval L er/

Bond Required Survey Plat Required

Order No. Blowout Prevention Equipment

Rule C-3(c) Topographical exception/company owns or controls acreage
within a 660' radius of proposed site

O.K. Rule C-3 "" O.g. In Unit I

Other: \
Letter



October 19, 1976

Fossil Petroleum Corporation
Suite 2160M
8350 N. Central Expy.
Dallas, Texas 75206

Re: Well No. Ferron Creek Federal #1
Sec. 18, T. 20 S, R. 7 E,
Emery County, Utah

3entlemen:

Insofar as this office is concerned, approval to drill the
above referred to well is hereby granted in accordance with Rule C-3,
General Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and
abandon this well, you are hereby requested to immediately notify the
following:

PATRICK L. DRISCOLL - Chief Petroleum Engineer
HOME: 582-7247
OFFICE: 533-5771

Enclosed please find Form OGC-8-X, which is to be completed
whether or not water sands (aquifers) are encountered during drilling.

The API number assigned to this well is 43-015-30045.

Very truly yours,

DIVISION OF OIL, GAS, AND MINING

CLEON B. FEIGHT
DIRECTOR

/sw
cc: U.S. Geological



Forzrf 9-8810 , « SUBMIT IN TRIPLICA Form approved.
(May 1963) (Other instructions on Budget Burean No. 42-Rië25.

-

, UNITED STATES reverse side)

EPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-16870
APPLICATlÖNF0R PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IFINDIAN,ALLOTTEEOETRÑÑNAME

18. TYPE OF WORK

DRILLG DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b TTrm or wmLL

iW LI.
WASLL

OTHER
NNELE ONLTŒLE 6. $ARM OB LEASE NAME

2. xxxx or oranaroa Federal
Fossil Petroleum Corp .

9. WELL NO.

3. ADDRESS OF OPERATOR 75206 Ferron Creek #1
Suite 2160M, 8350 N.Central Expy.,Dallas Texas io. FIELD AND POOL, OR WILDCAT

4. I.OCATION OW WELI. (Report location clearly and in accordance with any State requirements.*) WildcatAt surface
NE.NE.Sec.18,T.20 S. ,R.7 E.,S.L.M. 11. ECD

Rbf
ÒRORA

E

**"°¤°•******· =°"" 668 ' from N-line & 595' from E-line NE.NE.Sec.18-20S-7E
S.L.M.

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OrrlCE* 12. COUNTT OR PARISE 13. STATE

2 miles west of Ferron, Utah Emery Utah
1ð, DISTANCE TROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST / A TO TEIS WELI.
PROPERTT 08 LEASE LINE, FT. V 1 TO
(Also to nearest drlg. unit line, if any) LOV

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLSo'°Nr^=E"Jo=."o?'tàÎsäCOMPLETED' 7800 ' Rotary
21. EIÆVATIONs (Show whether DF, RT, GR, etc.) 22. APPaoz. DATE woaK WILL sTaaT*

ó 137 ' grd; 6150 'K.B. Nov.1, 1976
"3. PROPOSED CASING AND CEMENTING PROGRAM

szza or HoLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

13 5/8" 10 3/4"(ww) 40.509 250' 100 ses
8 3/4" )
It is p .anned to drill a weii at the above 1c cation to test the oil and/or

gas potential of the Kaibab and 30conino formations. The well will be drill-

ed with rotary tools, using mud for circulation. Approx. 250 ft. of
10 3/4", 40.50#, H-40 casing will be set and cemented (with retur¤s to the

surface) for surface casing. A casing head and blowout preventor will be
installed on the top of the casing. Fill and kill lines will be connected
below the blind and pipe rams of the blowout preventor. An 8 3/4" hole

will be drilled below the surface casing- AFE for the planned well is
attached hereto. In the event of pro ", 15.50 & 17.00¢, H-40

casing will be run and cemented th he 't 1 pay zones. See attach-

ed 12-pt. plan.

IN ABOVE SPACE DESCEIBE PROPOSED PROGRAM: If DrOPOsal is to deepen or plug b data on reductive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsu c to asured and true vertical depths. Give blowont
preventer program, if any.
24.8IGNE

TTTLE ÛOUS. Geol. ,,,,
Oct.6,1976

(This space for Federal or State e us

PERMIT No gypygg

APPROVEDRJORIG.Sßb.) E. W.GUYNK
II" DAT, FEB17 1977

CONDITIONS OF APPROTAL, IF ANY :

*SeeInstructionsOn Reverse



U.S. GEOLOG AL SURVEŸ,CONSERVATIONDI Sl0N

FROM: DISTRICT .GEOLOGIST, SALT LAKE CITY, UTAH
TO: DISTRICT ENGINEER, SALT LAKE CITY, UTAH

Well Location Lease No.

I. Stratigraphy and PotentialS M -

Oil and Gas Horizons.il ,Foo TD.

2. Fresh Water Sands.

3 Other Mineral Bearin Formations.
(Coal, Oil Shale, Po ash, Etc.) Q-e

A. Possible Lost Circulation Zones.

5. Other Horizons Which May Need Special
Mud, Casing, or Cementing Programs.

6. Possible Abnormal Pressure Zones L
and Temperature Gradients.

7. Coa e Be
n

.Proposed

8. Additional Lo s or Samples Needed.

9. References and Remarks L(S LCrí'
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Lease (/ - /Ö $ /

Well No. & Location 8 / A K/l/Ë te /E' .J'2d --7/2
,

ENVIRONMENTALIMPACTANALYSIS - ATTACHMENT2-B

1. Proposed Action

c•s e, fe ro - PROPOSESTO DRILLANDII. AND
GAS TEST WELLWITH ROTARYTOOLSTO ABOUTif er FT. TD, 2) TO CONSTRUÇTA
DRILL PAD FT, X FT, ANDA PFSFRVF PIT FT X FT,
9 IO CONSTRUCT FT, X MILES ACCESSROADAND IIPGRAT1F FT,
X MILES ACCESSROADFROMAN FXISTING AND IMPROVFDpnan,

2. Location and Natural Setting (existing environmental situation)



3.

1) - EXHAUST.EMISSIONSFROMTHE DRILLING RIG POWERUNITS ANDSUPPORTTRAFFIC

ENGINESWOULDADDMINORPOLLUTIONTO THE ATMOSPHEREIN THE LOCALVICINITY,

?) MINORINDucED ANDACCELERATEDEROSIONPOTENTIALDUE TO SURFACE
DISTURBANCEANDSUPPORTTRAFFIC USE.

3) MINORVISUAL IMPACTSFOR A SHORTTERMDUE TO OPERATIONALEQUIPMENTAND
SURFACEDISTURBANCE.

4) TËMPORARYDISTURBANCEOF WILDLIFE ANDLIVESTOCK.

5) MINORDISTRACTIONFROMAESTHETICS FOR SHORTTERM,

4. Alternatives to the Proposed Action

1) ÑOTAPPROVINGTHE PROPOSEDPERMIT -- THE OIL ANDGAS LEASE GRANTSTHE

LESSEE EXCLUSIVERIGHT TO DRILL FOR, MINE, EXTRACT,RFMOVFANDDISPOSF nF All
OIL ANDGAS DEPOSITS.

2) DENYTHE PROPOSEDPERMIT ANDSUGGESTAN ALTERNATELOCATIONTo MINIMI7F
ENVIRONMENTALIMPACTS,



5. Adverse Environmental ects Which Cannot Be Avoided

1) ÑINORAIR POLLUTIONDUËTO EXHAUSTEMISSIONS FROMRIG ENGINESANDSUPPORT
TRAFFIC ENGINES.

5

7) MINOR INDHCFD AND ACCFIFRATFD FROSTON POTFNTIAl DUF TO SURFACEDISTURBANCE
ANDSUPPORTTRAFFICUSF,

INOR ANDTEMPORARYDISTURBANCEOF WILDLIFE,

) IFMPORARYDISTHRBANCFDF lIVFSTOCK,-

) ËlINORANDSHORT-TERMVISUAL IMPACTS.

6)

6. Determination

(This requested action G¢mes) (does not) constitute
a major Federal action significantly affecting the
environment in the sense of NEPA, Section 102(2) (c).

Date Inspected
U.S. Geological Survey, '

Inspector Conservation Division
Salt Lake City District
Salt Lake City, Utah



IIP 11þ
United States Department of the In96gl.ATE TO:

ENRECTOR- ---------

PETR INEER -----

GEOLOGICAL SURVEY MINE OR---
Conservation Division ADM SSSTANT
8440 Federal Building ALL-

Salt Lake City, Utah 84138 RETURNT
FlU

January 20, 1978

Mr. M. D. Quigley
Fossil Petroleum Corporation
8350 N. Central Expy., Suite 2160M
Dallas, Texas 75206 ,/

Re: Well Ferron Creek No. 1
NEk NEh, Sec. )$, T.20S, R.7E
Emery County,"Utah
Lease U-16870

Dear Mr. Quigley:

By letter dated September 26, 1977, you advised this office
that the referenced well would not be drilled until further
development takes place nearer to the crest of the anticline.
As of this date we have had no further information from you;

\ therefore, the Application for Permit to Drill this well,
which was approved February 17, 1977, is rescinded effective
as of this date without prejudice.

Any surface disturbance associated with this approved appli-
cation must be restored in accordance with the approved surface
use plan prior to release of bonding.

If you should again desire to drill at this location, please
submit a new Application for Permit to Drill.

Sincerely yours,

E. W. Guynn
District Engineer

cc: Chief, Br. of L&M, BL SLC
Utah State
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